®
Part No. ASU3908-U2-1000-090-D ASN

Type UI39/8 Power 10.0 VA Weight 280g

shipping unit per box: 12 pcs temperature class: ta 50°C/B
Vacuum filled casting
Split bobbin design winding
Dielectric strength 3750Vrms

. . : Operating point . .| No-load voltage
PART N Prim.V
) QOutput ta 50°C/B | Prim Connecting pins cec. + 10% Connecting pins V + 10%
115 1---4 9V 555.5mA 12---14 12.3V
ASU3908-U2-1000-090-D 10.0W
115 6---9 9V 555.5mA 17---19 12.3V
®
According to 10 &
—— 0 Us
22 o7 Thermal
Cutoff
10_, g il #1 o_fb r r o #19
r PRI 1 SEC 1
] | | Ei:}ZDz.ﬁ
i—r 1234567889 10 ¥ o o #17
—— ey *® & & & & & & 0 B B #60 3#14
PRI 2 SEC 2
° w #9 o—N\_—2 e #12
ﬁ ] 2 o Thermal ©
Cutoff lnl
Schematics ]
oot
- EEEREEREEERE M e . o #19
/F ij_1 %19 18 17 16 15 14 13 12 11 PRI 1 SEC 1
J0.6X0.8— [ 0] o
4x5__|6|, 4x5 | #4 o © #17
#6 o -~ - o #14
HIIIII{"IBHI Bottom View — —
Tolerances : 10mm *0.3mm
#9 o—\_ o #12
10--70mm £0.5mm Thermal
Custom-made transformer also will be welcome. N IB]
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Model: ASU3908-U2-1000-090-D
Input: 115V~B0Hz (1.9-4.6)

230V~50Hz (1-Bshorted4-9)
Output: 9V~/5.0VA (12-14)
oV~/5.0VA (17-19)
ta 50C/B

125 1%
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http://www.asntransformer.com



